Design features:

DURASTALL® Model 80 includes…

- Slip-resistant floor with drain
- Shower valve and head
- Shower curtain and curtain rod
- Safety railing with molded-in soap dish and shampoo holder
- Mold and mildew-resistant components
- Knock-down construction makes portability extremely easy and is free-standing when assembled
- Easy to assemble and install

Optional features:

- Shower door available, sold separately
- Kit to convert standard base into extended base is available, sold separately

Specifications

<table>
<thead>
<tr>
<th>Model</th>
<th>Color</th>
<th>Size</th>
<th>Base</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>UPC</th>
</tr>
</thead>
<tbody>
<tr>
<td>80</td>
<td>White</td>
<td>32” x 32”</td>
<td>Standard</td>
<td>32-5/8”</td>
<td>75-3/8”</td>
<td>16-5/16”</td>
<td>24”</td>
<td>671031 003140</td>
</tr>
</tbody>
</table>

General: Furnish and install as shown on plans, free-standing DURASTALL® Shower Stall model (80) as manufactured by E.L. Mustee & Sons, Inc. Consists of three, white, high-gloss thermoplastic walls, molded top frame, rigid aluminum front supports, slip-resistant 32” x 32” base, one-piece wrap-around railing with built-in soap dish and container. Skid-resistant floor with drain assembly, shower valve and head, shower curtain and rod, plus assembly hardware. Placement of valve assembly to be determined by installer.
80 DURASTALL®
Shower Doors

Design features:

- Fits all DURASTALL® shower stalls
- Sturdy, rust-resistant, engineered aluminum frame with polished chrome finish
- May be hung to open to accommodate a left or right hand opening
- Continuous-pull handle with magnetic seal
- Easy to install and clean...all components are mold and mildew resistant
- Door height is 64”

Glass Door

<table>
<thead>
<tr>
<th>Model</th>
<th>Type Panel</th>
<th>UPC</th>
<th>Opening</th>
<th>Height</th>
</tr>
</thead>
<tbody>
<tr>
<td>88.700</td>
<td>Obscure Glass</td>
<td>6 71031 00223 5</td>
<td>24”</td>
<td>64”</td>
</tr>
</tbody>
</table>